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Standard Finishes

ULTRA PANEL SERIES COLOR CHART 

A versatile range of high-performance finishes designed to support a wide variety of architectural styles 

and project types. Standard colors offer a clean, timeless appearance with excellent durability, making 

them a reliable choice for both contemporary and traditional exterior applications.

The Ultra Panel Series offers a versatile range of architectural metal panel options designed to support a variety of 
design aesthetics and project needs. With profile options that bring different levels of depth and expression, and finish 
selections ranging from standard colors to textured and wood grain looks, Ultra Panel gives architects and project 
teams the flexibility to create durable, visually distinctive facades for both contemporary and traditional applications.

Solar White                                    Regal White                                 Stone White                               Surrey Beige                                Sierra Tan

Sandstone                                       Ash Gray                                       Dove Gray                                    Slate Gray                                     Charcoal Gray    

                                                                                                                        Burnished Slate                            Medium Bronze                         Mansard Brown                       Dark Bronze                                Matte Black

Terra Cotta                                     Colonial Red                               Regal Red*                                   Burgundy*                                    Patina Green

Hemlock Green*                          Hartford Green*                        Evergreen                                    Slate Blue                                     Regal Blue*

                                                             Acrylic-Coated Galvalume®                              

All colors shown are for representation purposes only and may not accurately reflect the actual product. All final decisions should be made based on physical metal samples.



I N V E N T I V E  FAC A D E  S O L U T I O N S

Standard Finishes

*Available at a slight price premium. *Metallic premium. *Weathered premium. *Wood grain premium. 

Textured Low-Gloss (TLG) PVDF Finishes

ULTRA PANEL SERIES COLOR CHART 

Wood Grain Finishes

Textured finishes combine the long-term performance benefits of a premium paint system with a low-gloss, lightly 

textured surface. The result is a finish that adds visual depth and a more natural appearance while offering strong 

color retention, fade resistance, and lasting durability.

Wood grain finishes capture the warmth and character of natural wood while providing the durability and low-main-

tenance advantages of metal. With realistic printed grain patterns and high-performance finishes, these options are 

well suited for both residential and commercial applications, especially as accent features or statement cladding 

elements.

All colors shown are for representation purposes only and may not accurately reflect the actual product. All final decisions should be made based on physical metal samples.

Vintage®*                                         Cor-Ten AZR RAW®*                                                     

Champagne*                                  Copper*                                           Pre-Weathered Galvalume®*         Silver*                                 

Golden Oak*                                    Light Walnut*                                Rosewood*                                     Warm Gray*                    

TLG Moonstone™*                        TLG Charcoal Gray*                   TLG Medium Bronze*                TLG Dark Bronze*                       TLG Black*

Metallic Finishes
Metallic finishes bring a distinctive sheen and elevated visual character to architectural panel applications. Their 

reflective quality adds depth and movement across a facade, creating a more dynamic appearance as lighting 

conditions change throughout the day.

Weathered Finishes
Weathered finishes offer a natural, rugged appearance that works especially well in designs seeking warmth, 

texture, and a more timeworn character. These finishes are well suited for projects that want to balance 

contemporary metal performance with a more organic or rustic visual aesthetic.
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22 GA. 24 GA. .032 NOM. .040 NOM.

48.375” 48.375” 48.000” 48.000”

GALVALUME ALUMINUM

All of CEI Materials’ metal is painted with a .20 mil primer and .70 - .90 mil Top Coat of 70% PVDF resin-based coating. The reverse side has a .20 primer and .30 - .40 backer coating. Cor-Ten AZP Raw®, metallic, and textured products are 

directional. For low slope roofing to meet LEED V4.1 requirements, the initial SRI must be ≥ 82 OR the 3-year SRI must be ≥ 64. For steep slope roofing to meet LEED V4.1 requirements, the initial SRI for 75% of the roof must be ≥ 39 OR 

the 3-year SRI must be ≥ 32. Low slope is defined as ≤ 2:12. Steep slope is defined as > 2:12. Materials should be stored in a cool, dry place. Materials with PVC film on project sites should be used immediately or stored in a climate-controlled 

setting. PVC film must be removed prior to installation. Anything not noted in the Availability Matrix can be painted, regardless of width, substrate, or thickness; however, it would be subject to a minimum paint run and would need to meet 

standard custom order criteria. Colors shown are matched as accurately as possible, but may vary slightly from the finished product. These rich and vibrant colors are produced with PVDF resins, which provide superior color retention 

and allow CEI Materials to offer non-prorated coating warranties for most applications. Touch-up should only be done with a color-matched PVDF air-dry paint pen. Galvalume® is a registered trademark of BIEC International Inc. Coating 

warranty varies for Moonstone, Matte Black, Copper, Champagne, Silver, and Pre-Weathered Galvalume. Please contact your representative for more information. Vintage® carries a 20-year Finish Warranty. Vintage® is a dynamic finish 

that changes with the light where batch-to-batch and directional variations can occur. 

Acrylic Coated Galvalume® 

Ash Gray

Burgundy

Burnished Slate

Champagne Metallic

Charcoal Gray

Colonial Red

Copper Metallic

Cor-ten AZP® RAW

Dark Bronze

Dove Gray

Evergreen

Golden Oak

Harford Green 

Hemlock Green

Light Walnut

Mansard Brown

Matte Black 

Medium Bronze

Patina Green

Pre-Weathered Galvalume®

Regal Blue

Regal Red

Regal White

Rosewood

Sandstone 

Sierra Tan

Silver Metallic

Slate Blue 

Slate Gray

Solar White

Stone White

Surrey Beige

Terra Cotta

TLG Black

TLG Charcoal Gray

TLG Dark Bronze 

TLG Medium Bronze 

TLG Moonstone

Vintage®

Walnut Gray

Custom Colors

 www.ceimaterials.com | info@ceimaterials.com 

800 E. Duncan Street, Manchester Michigan 48158 | 734.212.3006 • 1220 North 2200 West, Suite 100 Salt Lake City, UT 84116 | 1-385- 401-1022 
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• Stocked Item               Available on Custom Order Basis

Stock Availability


